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ORDER WITH
CONFIDENCE

PLEASE NOTE:
All VAT inclusive prices in this
catalogue are calculated at 17.5%

to the new Fox 2010/11 product guide +

a quality range of carefully selected tools for the profedsradesman,
craftsman or discerning home user.

With extensive experience in the U.K. tool market, we haua pu
knowledge to good use in our latest range of products. Pattkealur
tried & tested range of machinery from Bandsaws to Mortiberyear
sees some exciting new additions.

The all new Professional 10° and 12° Double Compound Mitsesa
name but two new products, shows our commitment to an ongoing
program of high quality, innovative tools without comprogaur
company mission of “Service, Quality & Competitiveness.

Please take a few moments to browse through our extengjeerdeel
free to phone, fax or email if you have any questions regardiproducts
or service.

Thank you for your time,

Serracon

SERVICE GUARANTEE
Safe arrival of your goods is guaranteed.

SATISFACTION GUARANTEE

In the unlikely event that you are unsatisfied with any item,
just return it unused to your dealer in its original pacgagin
within 7 days for a replacement or credit.

PRODUCT GUARANTEE
Most products come with a 3 year guarantee.
See full details at the back of this catalogue.
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Drill Presses

12" Pillar Drill

Chuck 16 mm £ H 840 mm

T FoXx

FoXx

Small compact and reliable drill
press, ideally suited to the small

workshop.

Centre of chuck to column 104mm
Chuck capacity from 0.3 to 13mm

Chuck stroke 50mm

5 speeds from 500 to 2500rpm
- Tilting workbench with grooves for vice

fitment

- Aluminium pulleys for silent operation
New design handle for ease of use

Available accessories: page 23

Standard equipment:
Chuck guard, Chuck key

Like its smaller partner this drill
press has the same features but
has a greater cutting capacity
and is ideally suited to the
small-medium workshop or

light tradesman.

Centre of chuck to column 126mm
Chuck capacity from 0.3 to 16mm

Chuck stroke 60mm

12 speeds from 230 to 2470rpm
- Tilting workbench with grooves for

vice fitment

- Aluminium pulleys for silent operation
New design handle for ease of use

Available accessories: page 23

Standard equipment:
Chuck guard, Chuck key

TECHNICAL FEATURES

Motor: 350W-230V
Rotation Speed: 1400rpm
5 Speeds: 500-2500rpm
Workbench: 165x165mm
Chuck: B16
Column diameter: 46mm
Chuck Stroke: 50mm
Chuck capacity: 0.3-13mm
Centre of chuck to column: 104mm
Drilling capacity: 13mm
Height: 540mm
Total dimensions (h x | x d): 580x430x240mm
Weight: 17kg
Barcode: 370020950371

Emergency switch

New knob with innovative
design

Workbench with grooves
for the vice fixing
(vice not included)

TECHNICAL FEATURES

Motor: 450W-230V
Rotation Speed: 1400rpm
12 Speeds: 230-2470rpm
Workbench: 197x202mm
Chuck: B16
Column diameter: 60mm
Chuck Stroke: 60mm
Chuck capacity: 0.3-16mm
Centre of chuck to column: 126mm
Drilling capacity: 16mm
Height: 840mm
Total dimensions (h x | x d): 840x470x330mm
Weight: 30kg
Barcode: 3700209503728

Top cover with safety
microswitch

Sturdy workbench which
can be rotated at 360"

Workbench height
adjustment thanks to a
rack




><FoXx

Professional floor standing drill press with serpower.

This machine is accurate, reliable and heavy dutieally
suited to the professional tradesman.

Centre of chuck to column 257mm

Chuck capacity from 0.3 to 20mm

Chuck stroke 120mm

12 speeds from 200 to 1900rpm

Tilting workbench with grooves for vice fitment
- Aluminium pulleys for silent operation

New design handle for ease of use

Standard equipment:
Chuck guard, Chuck key

Available accessories: page 23

TECHNICAL FEATURES

Motor:

Rotation Speed:
12 Speeds:
Workbench:
Chuck:

Column diameter:
Chuck Stroke:
Chuck capacity:
Centre of chuck to column:
Drilling capacity:
Height:

Total dimensions (h x | x d):

Weight:
Barcode:

1500W-230V
1400rpm
200-1990rpm
475x425mm
MT3
92mm
120mm
0.3-20mm
257m
32mm
1700mm
1700x710x380m
129kg
3700209503759

Sturdy base and column connection
(column diameter 92 mm)

Powerful induction motor

Drilling capacity 32 mm

Top cover with safety micro switch

X
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TECHNICAL FEATURES

Motor: 370W - 230V
Maximum head travel: 127mm
Maximum chisel capacity: 13x13mm
Fence dimensions: 39.6x340mm
Table dimensions: 340x150mm
Weight: 23kg
The F14-650, 12mm capacity Barcode: 3700209500659

morticer is the ideal machine for the
woodworking enthusiast and small
joinery shop. Small and sturdy with
cast iron head and cast steel base.

Double bar rack for precise up and down
movement
Takes 13mm chisels available from our
accessories range
Gas strut for smooth rise and fall
operation

- Adjustable depth stop for precise and
repetitive strokes
Tool holder rack
Induction motor

The conveniently situated tray allows
you to have all your tools handy

Available accessories: page 23

Standard equipment: 12.5mm chuck,

Chuck key, base fence, Tool holder Fence for keeping the workpiece stable
x _ TECHNICAL FEATURES
D I Motor: 560W - 230V
- Maximum head travel: 230mm
I.I. Maximum chisel capacity: 16x16mm
Maximum cutting capacity height: 200mm
Maximum throat depth: 200mm
\ Fence dimensions: 54x405mm
Fox i Table dimensions: 150x405mm
One of our all-time most popular : g
tools offers quite a bit more than ~ Weight: 39%g
you®©d expect from a bench top Barcode: 3700209502752

morticer. A robust cast iron constr-
uction provides fantastic stability, _
two steel columns. A unique 180E
rotating base for off-bench mortising.

Double bar rack for precise up and down
movement

Takes 16mm chisels available from our
accessories range
Gas strut for smooth rise and fall operatio®

- Adjustable depth stop for precise and
repetitive strokes
230mm head travel
180 degree rotating head/Induction moto

An adjustable depth stop
guarantees consistent
results in production runs

A unique 180E rotating
base facilitates custom
off-bench mortising
projects

Available accessories: page 23

Standard equipment:
Chuck guard, Chuck key




TECHNICAL FEATURES

Motor:

Block speed:

Max planing width:

Max planing height:

Max planing capacity per pass:
Feed Rate:

Planer dimensions:

Dust port diameter:

FoX

The Fox F22-561 10° portable
thicknesser is an idea machine

for both in the workshop and on Weight
Barcode:

site. This Thicknesser offers a
first class finish with minimum
time outlay and effort.

Powered rubber coated in and
out feed rollers

2 blade cutter block

Planing capacity of 254/153mm
8m/min feed rate
Re-sharpenable HSS blades

Available accessories: page 23

Standard equipment:
2 X HSS blades, knife setting jig, Dust
collection port, Transport handles

Motor:

Block speed:

Max planing width:

Max planing capacity per pass:

Rise and fall handle

On off switch with
safety cutoff

In and out feed table
with rollers

TECHNICAL FEATURES

1500W - 230V
8000rp!
254m
153m
2.5m
8m/mi
615x355x465m
50m
32kg
370020950046

X
0
L

1280W - 230V
8000rpm
150mm

2mm

(up to 1.5mm for optimum performance)

Thicknessing Speed:
Fence Position:
Dust port diameter:
Weight:

Barcode:

A fantastic addition to any
workshop. This unit can manage
all timber yet is still small
enough to be fully portable.

*FoX

Cast aluminium planer bed and
pressed steel thicknesser support
Surface plaining width of 150mm

==

8m/min
0-45E
60mm
29kg
3700209501533

Great 6° x 4° thicknessing capacity

| |
Up to 2mm cutting depth per pass

Strong tilting aluminium fence
Dust port with adaptor

Available accessories: page 23

Standard equipment:
2 x HSS blades, knife setting jig, Dust
collection port, Aluminium fence




TECHNICAL FEATURES

Motor: 1500W - 230v

I | Blade size: 261mmx16.5mmx1.5mm
- - Blade speed: 9000rpm
Block Speed: 18000rpm
Max. cutting width: 254mm

Max. cutting depth per pass:
Joiner: 0-3mm: Planer 0-2mm

%FDX Feeding speed: 6m/min
Range of cutting depth: 5-120mm
Max. cutting length: 1000mm
Table size of jointer: 920mmx262mm
Table size of planer: 270mmx290mm
Packing size: 1030mmx520mmx427mm
Aluminium parallel fence: 635mmx124mm
Weight: 33.5kg
Barcode: 3700209502530

Wide workbench (920x262 mm) and
tilting fence

“FoX

Sturdy and steady folded sheet base

The F22-564-250 is the ideal planer-thicknesserddiusy workshop.
Coming with legs as standard, this machine is sgushough to manage
the hardest jobs with ease. This is a truly professl woodworking tool
that lives up to our customers high expectations.

Maximum cutting width of 254mm

Large cast aluminium planer bench measuring 920 x 262mm
Thicknesser cutting capacity height of 120mm

Strong aluminium tilting fence

100mm dust port

Rip fence and suction dust
conveyor included

) ] Standard equipment: 2 x blades, rip fence,
Available accessories: page 23 dust collection port, leg stand




TECHNICAL FEATURES

Motor: 375W - 230V
' No-load speed: 2850rpn
. Grinding Wheel Size: 152mmx25mr
Bore: 12.7mm
Weight: 17kg
Barcode: 370020950107/

This bench grinder has a robust
and ergonomically designed cast
body. It features a coarse
aluminium oxide grey stone for
fast stock removal, and a fine
white stone for low temperature
sharpening, particularly suited to
heat sensitive HSS tooling.

“FoXx

Magnivision optical enhanced eye shields
Integral work lights

Tool draw Conveniently placed on/off and light
Course grey aluminium oxide wheel for switches

fast stock removal

White stone for low temperature
and fine finish sharpening
Double spindle lock buttons

Available accessories: page 23

Standard equipment:
Grey oxide wheel, White oxide wheel,
Magnivision x 2, Tool rest x 2

_ TECHNICAL FEATURES ><

I Motor:
- No-load speed:
Grinding wheel size:

Magnifier for ease of working

560W - 230V

2850 rpm
200mmx25mm h

Bore: 15.9mm (5/8°)
Weight: 23.5kg
An up-rated version of the 6" Barcode: 3700209501083

machine with powerful 3/4hp
motor. This bench grinder has a
robust and ergonomically designed
cast body. It features a coarse
aluminium oxide grey stone for fast
stock removal, and a fine white
stone for low temperature
sharpening, particularly suited to
heat sensitive HSS tooling.

Magnivision optical enhanced eye shields
Integral work lights

Tool draw

Course grey aluminium oxide wheel for
fast stock removal

White stone for low temperature and

fine finish sharpening

Double spindle lock buttons

“FoX

Integrated work lamp

Available accessories: page 23

Standard equipment:
Grey oxide wheel, White oxide wheel,
Magnivision x 2, Tool rest x 2

Spindle lock




TECHNICAL FEATURES

Motor: 200W - 230V
Table dimensions: 300x300mm
Table tilt angle: o5
Cutting capacity throat: 200mm
Cutting capacity height: 85mm
Blade capacity: from 3 to 8mm
Blade length: 1400mm
This new bench-top bandsaw  gjage speed: 900m/min
;:)?'Thgosﬁ’:;}r\:\?oliesilorg?ﬁhlne Diameter of vacuum outlet: 100mm
woodworking hobbiest, This L edt 20kg
bandsaw comes with a unique Barcode: 32700209503384
height cutting capacity of 85mm
and width capacity of 200mm.
Cast steel work bench which tilts to
45 degrees
Induction motor for quiet operation
Micro switch on doors ensuring safety _I)_ Cutting height
when changing blade 85 mm.
Blade capacity from 3 to 8mm wide
Unique cutting height of 85mm

Tilting workbench

Available accessories: page 23 at 45"

Standard equipment:
Blade, Rip fence

x I Motor: 370W - 230v
U . Table Dimensions: 340x340mm
L|_ Table tilt angle: ‘o5
Max. cutting capacity throat: 245mm
X Max. cutting capacity-height: 150mm
The F28-186 bandsaw is an Blade capacity: 3-12.7mm
FOX  innovative breakthrough in the  Blade length: 1820mm
bandsaw market. Very compact Speed of blade: 730m/min
but with an extended cutting Total Dimensions: 525x425x840mm
CapaCitY* this allows for much Diameter of Vacuum Outlet: 100mm
larger pieces of work than you Weight: 45kg
would expect from a bandsaw E— S

this size.

Cast iron table which tilts to%5
Induction motor for quiet operation
Upper and lower bearing blade guides
Upper blade guide adjustable via
smooth rack

High precision

Upper and lower doors with micro adjustable rip fence
switches to prevent operation -I— provided with ball

when open bearings. Cutting height
Blade tension device 150 mm.

2x 250mm Cast aluminium flywheels
Blade capacity from 3 to 12.7mm wide

_I_ 250 mm flywheels

. . perfectly balanced
Available accessories: page 23

Standard equipment:
Blade, Rip fence, Mitre Fence, Leg stand




TECHNICAL FEATURES

Motor: 188W - 230V
Belt speed: 960m/min
Disc speed: 2850rpm
Belt dimensions: 25x751m
Disc diameter: 125mm
Weight: 9.8kg

Barcode: 370020950185

S Compact, robust and powered by
Fox a quiet running 188W induction
motor.

Induction motor for quiet operation
Automatic belt tensioning

2 x Cast aluminium work tables which
both tilt to 45 degrees

Dust extraction port

Disc sander with tilting workbence to
45 degrees

Available accessories: page 23

Standard equipment:

1 xbelt, 1 x disc, dust port Sanding belt for intricate work

TECHNICAL FEATURES x
| Motor: 750W - 230V D
. Disc speed: 1450rpm l-l-

Disc diameter: 305mm

Table tilt adjustment: °45 X

Weight: 32kg

Barcode: 3700209502363

S« FoX This single disc sander is the
obvious machine for larger
projects demanding more capacity
and a more rapid stock removal.
The main body is constructed from
robust cast iron for maximum
stability and durability.

Induction motor for quiet operation
Brake for speedy stopping of disk
Cast iron work table which tilts to
45 degrees

Mitre gauge

Disc safety brake included

Available accessories: page 23

Standard equipment:
12# 60g sanding disc, Mitre gauge




FoX

Belt & Disc Sander

*FoX

“FoXxX

The F31-462 is a very well built
sander that©s able to cope with
heavy use. This is a valuable
tool for any serious
woodworker/tradesman.

Cast iron frame
Powerful induction motor for
quiet operation
Dust port for dust extraction
Cast aluminium work bench with 45
degree tilt and mitre gauge
- Automatic belt tensioner on belt
with drum position control
Belt surface can be operated at 45 or
90 degrees for ease of application

Available accessories: page 23

Standard equipment:
60g belt, 60g disc, Mitre gauge

Mitre Saw with 1900W powerful
motor and cast light weight
aluminium work base. Very
attractively priced with no
compromise on quality. Ideal for
the site or workshop.

High quality slide rail bearings
ensuring smooth action
Die cast aluminium structure

- Well positioned quick
angle locking device
2 x bed extension bars for larger
workpieces

Available accessories: page 24

Standard equipment:

Laser, work piece clamp, 2 x bed
extensions, 254mm 40 tooth blade, dust
collection bag, batteries for laser

TECHNICAL FEATURES

Motor: 500W - 230V
Belt speed: 500m/min
Disc speed: 2850rpm
Belt dimensions: 100x914mm
Disc diameter: 152mm
Weight: 22kg

Barcode: 3700209501069

Workbench with
goniometer and 150
mm disc ideal for
sanding curved
workpieces or angular
ends.

Sander in vertical
position with
workbench and
goniometer.

Motor: 1900W - 230V
Blade Diameter: 254mm
Bore Diameter: 30mm
Speed: 5000 rpm
Crosscut at 90 70x310mm
Angle Cut at 45 70x210mm
Oblique Cut at 45 40x310mm
Composed Cut: 40x210mm
Cutting Precision at 310mm: $0.5MM
Angle Auto Stops: °Q5°-22.5-31.62-45°
Tilt Stops left only: Qand 458
Weight: 22kg
Barcode: 3700209502240

Double guide bars
with bearing rail
device.

Full 0-45’ tilt.

|




TECHNICAL FEATURES

Motor: 2000W - 230V
Blade diameter: 255mm
Bore Diameter: 30mm
Speed: 5500rpm
Crosscut at 90 82x340mm
Angle cut at 45right/left: 82x240mm
. Compound cut at 45ight/left: 50x340mm
“FoXxX A professmnal 255mm D.OUble Composed cut: 25x240m
bevel slide compound mitre saw = :
with serious power. Suitable for Angle auto.stops: A5>-22.5-30°-45° right/left
medium to heavy trade. Tilt Stops right/left: and 48
Weight: 20kg
Cutting capacity of 340 x 82mm Barcode: 370020950240

2000W V-tilted motor

Integrated blade lock for ease of blade
change

Bed extensions for longer workpieces
Double laser for accurate cutting

Lock of the sliding
position

Available accessories: page 24 Double laser to indicate

_'I;]htlé_ndot_ubnle | the cutting line at the two
Inclination allows sides of the blade
angle and

compound cuts at ~ Standard equipment:

0" and 45" right/left ~ Double laser, work piece clamp, 2 x bed
extensions, rear stabliser, 255mm 40 tooth
blade, dust collection bag, batteries for laser

TECHNICAL FEATURES

I Motor: 2000W - 230V D
. Blade diameter: 305mm l-'-
Bore Diameter: 30mm
Speed: 5500rpm X
Crosscut at 90 105x340mm
Like its smaller brother, a Angle Cut at £5ight/left: 105x240mm
“FoXxX professional 305mm Double bevel Compound cut at 4%ight: 40x340mm
slide compound mitre saw with ~ Compound Cut 4%eft: 65x240mm
serious power. Suitable for Composed cut at 45ight+45 right: 40x240mm
medium to heavy trade. Composed cut 43eft+45 left: 65x240mm
Angle auto stops: °Q15°-22.5-30°-45° right/left
Cutting capacity of 340 x 105mm Tilt Stops right/left; Wand 45
2000W belt drive motor Weight: 23kg
Integrated blade lock for ease Barcode: 3700209503254

of blade change
Bed extensions for longer workpieces
Double laser for accurate cutting

- Transport handle

Double upper fence for a
better head rigidity and a
great cutting accuracy

Double laser to indicate

The double Available accessories: page 24 the cutting line at the two
inclination allows sides of the blade
angle and

compound cuts at ~ Standard equipment:

0" and 45" right/left Double laser, work piece clamp, 2 x bed
extensions, rear stabliser, 305mm 40 tooth
blade, dust collection bag, batteries for laser




250mm Table Saw TECHNICAL FEATURES

Motor: 1500W - 230V
I Blade diameter: 254mm
" Bore diameter: 30mm
Blade speed: 4500rpm
Max. cutting capacity at®0 80mm
Max. cutting capacity at45 55mm
. . Table dimensions: 638x430mm
“FoX SOlld.’ compact, light and . Table dimensions inc extensions: 730x818mm
practical saw. Ideal for medium _
to heavy duty work Weight 23kg
Barcode: 3700209501700

Pressed steel work table and leg stand
Pressed steel table extensions with
solid supports

Conveniently placed handle which
operates rise and fall and 45 degree

angle tilt Mitre fence included

Clear blade guard to allow
clear vision whilst cutting

Conveniently placed rise
and fall handle and
on-off switch

Available accessories: page 24

Standard equipment:

Rip fence, Mitre guage, 2 x bed
extensions, Leg stand, Saw blade cover
and riving knife, wrenches

x TECHNICAL FEATURES
D I Motor: 1500W - 230V
- Blade speed: 4500rpm
I.l. Blade diameter: 254mm
Bore diameter: 30mm
X Max. cutting capacity at 90E: 80mm
Max. cutting capacity at 45E: 55mm
P Fox Table dimensions (without extensions):  725x490mm
Table dimensions (with extensions): 975x490mm
Weight: 40kg
Barcode: 3700209501038

2 pull out bed
extensions

)

Conveniently placed rise
and fall handle and

Extremely well made, a robust pressed steel body on-off switch
supports a ribbed cast aluminium table top.
Of particular appeal to the craftsman is the

combination of capacity and portability.

Comes complete with leg

Pressed steel bed, body and leg stand Standard equipment: stand and wheel kit
Saw blade guard with riving knife and laser athch ~Rip fence, Mitre guage, 1 x rear bed
Extending table extensions extension, 2 x extending side bed

extensions,Leg stand, Saw blade cover,

Conveniently placed tilt and rise and fall handles - .
riving knife and laser, wrenches

Available accessories: page 24




Motor:
| Cutting speed:
. Table tilt:
Throat capacity:
Cutting height:

Stroke travel:
Blade length with bit:

TECHNICAL FEATURES

120W-230V
550-1700 strokes/mi
45 right

405mm

55mm
19mm
127m

“FoX ;Lr]eeé?aeﬁi,lrigwuﬁ g;?{;:]rﬁsnﬁids of Flexible shaft: from 1500 to 5100 min-
most demanding of tasks with ~~ \Veignt 12.4kg
ease thanks to a host of features, Barcode: ETUIATZEIITS
Handy detail lamp
Comes with flexible shaft and
tool kit for detailing
Takes pin/pinless blades . .
Variablru)a s:))ee d Tool kit supplied
Equipped with flexible
shaft which comes with
variable speed chuck, for
all finishing off work
Quick locking device to
Available accessories: page 23 enable rapid changing
of the blade
Standard equipment:
blade, lamp, blower for workbench
cleaning, key
TECHNICAL FEATURES ><
| Motor: 250W U
" Speed (variable): 750 - 3200 rpm I_|_
Distance Between Centres: (300mm)
Swing Over Bed: (200mm)
Thread: 1#x8tpi
- FOX This lathe is precise and simple to operate. Tapers Morse No.1
Weighing a manageable 20kg, portability is another Weight 20kg
well considered factor, enabling easy regular Barcode 3700209500482

transportation between workshops and enthusiasbslu

Compact brush motor with external brush caps
Solid cast body and head, tails stocks
Variable speed

Available accessories: page 23

Standard equipment:
Morse No-1 head and tail stock taper, 3# face plate, sper oevdlving
centre, cast tool rest

Solid and sturdy tool rest

Comes as standard with electronic
variable speed




FoX

Multi-Function Workstation 110/230V

“FoXx

Saw not included

On site or in the workshop, the F50-177
excels in providing versatile, real
support for every conceivable task.
From using any mitre saw for precise
repeat cuts to simply clamping a piece
of timber for a routing project.

1600mm bed with unique clamping system

2 x 600mm extension bars for longer workpieces

Transport wheel and handle for easy
transportation

Powertool take-off for multi tool use
Work vice clamp and light

Available on both 110v and 240v

Available accessories: page 23

Standard equipment:

2 x machine clamps, 3 power outlet sockets,
1 x work lamp, 1 x work vice, tool storage
box, transport wheel, roller supports

TECHNICAL FEATURES

Max. Holding Weight: 100kg
Support Arm Length: 52cm
Overall length including extension arms: 300cm
Height: 82cm
Shipping Dimensions: 178cmx41cmx37¢cm
Weight: 23kg
Barcode 240v: 3700209501557
Barcode 110v: 5055297105735

Support arm length, 52 cm

Comes complete with 2 quick release
machine mounts

3 x 110/240v power outlets

14



Wet & Dry Vacuum Extractor 230V

“FoX

“FoXx

Motor:
Power take-off:

Power take-off maximum draw:

Drum Capacity:

Filtration:

Weight:
Vacuum for strong reliable Barcode 110v:
performance, coupled with a Barcode 230v:

powertool take-off socket for
automatic start-up and delayed
shutdown

Powertool take-off with auto start stop
facility

Suck and blow facility

Can be used for wet or

dry applications

Available accessories: page 23

Accessory kit included

Standard equipment:

1 x cartridge filter, 1 x dust bag, 1 x gauze
for wet use, 1m stretch hose, Floor wand

and accessories (crevice tool, floor blade,
adaptor), transport wheels

TECHNICAL FEATURES

230V - 1400W
110V/230

1000W (110
1400W (230V)

30L
0.5 micron
10kg
505529710574
505529710575

TECHNICAL FEATURES x
Motor: 240V - 750W
Body Size: 420x350x320mm U
Impeller: 230mm
Air Movement: 849%hr
Filtration: 35 microns
Bag Size: 56 Litres

A compact portable extractor Weight: 25kg

aimed at workshops where Barcode: 3700209500376

space is at a premium, but still
requiring powerful extraction
facilities.

Quiet induction motor

Can be wall mounted for space
saving

Comes with extraction hood and arm
for positioning near work piece

Available accessories: page 24

Standard equipment:
2m hose, extraction hood, hood support
arm, 1 x re-usable dust bag

Dust collection
hood

750W induction
motor

6 litre dust bag




“FoXxX

FoX

“FoX

With a 1Hp induction motor which
offers quiet but powerful
performance, this full size
extractor is at home in any
workshop, either as the main
source of extraction or as a
substantial back-up unit.

Induction motor for quiet operation
Supplied with 2m length of hose
Extractor mounted on trolley with
wheels for ease of transport

Comes with re-usable dust filter and
collector bags (Disposable bags
available if required)

Standard equipment:

1 x collector bag, 1 x filter bag,

2m 100mm hose

This heavy duty extractor is
aimed at the professional user
whose extraction demands
outstrip the capacity of smaller,
standard machines.

Powerful 2hp induction motor for
quiet operation
160ltr collection capacity
2 inlet ports enabling 2 machines to be
used simultaneously, Large airflow rate
of 2529n#/hour
Comes with re-usable filter and
collector bags (Disposable bags
available if required)

- Trolley mounted for ease of transport

Standard equipment:
1 x collector bag, 1 x filter bag, twin inlet
port with single block cap

TECHNICAL FEATURES

Motor: 240V - 750W (1hp)
Filtration: 35 microns
Bag Size: 80 Litres
Bag Diameter: 36cm
Dimensions: 710x380x1670mm
Weight: 30kg
Barcode: 3700209500369

Below are accessories available
for this machinesee page 24

F50-841-13
Top Filter Bag

F50-841-18
Lower
Collector Bag

F50-841-17
Lower Clear
Disposable Bag

TECHNICAL FEATURES

Motor: 240V - 1500W (2hp)
Filtration: 35 microns
Bag Size: 160 Litres
Bag Diameter: 50cm
Dimensions: 900x560x1950mm
Weight: 47kg
Barcode: 3700209500383

Below are accessories available
for this machinesee page 24

F50-842-35
Top Filter Bag

F50-842-36
Lower
Collector Bag

F50-842-BG
Lower Clear
Disposable Bag




Dust Extractor TECHNICAL FEATURES

Motor: 240V - 2200W (3hp)
I Filtration: 35 microns
" Bag Size: 157 Litres
Collection Capacity: 307 Litre
Bag Diameter: 50cm
Dimensions: 1500x750x1950mr

Weight: 59kg
7‘: FDX Barcode: 370020950067:

Below are accessories available
for this machinesee page 24

F50-843-27 Top Filter Bag

F50-843-22 Lower Collector Bag

X
0
L
X

The F50-843 3Hp dust collector delivers ultimatefpenance.

It sits solidly on an integral trolley base ensugra perfect combination
of stability and manoeuverability in the workshdplote: This machine
operates from a 16 amp supply)

F50-842-BG Lower Clear Disposable Bag

Powerful 3hp induction motor for quiet operation

307Itr collection capacity

3 inlet ports enabling 3 machines to be used samebusly, Large airflow rate of
3905n#/hour

Comes with re-usable filter and

collector bags (Disposable bags available if estyuir

Trolley mounted for ease of transport

F50-849 4# Hose 2m length

Standard equipment:
2 x collector bag, 2 x filter bag, triple inlet port
with twin block caps




TECHNICAL FEATURES

Motor: 1500W - 230V
Rotation Speed: 8000-26000RPM
Table size: 600x460mm
Cutter vertical travel: 0-40mm
Table Insert Diameter: 75mm
Weight: 21kg
Barcode: 3700209500536

S« FoOX The F60-100A is a truly versatile
machine with a range of features
that make this unit a fantastic
addition to any workshop.

Integral 1500W motor

Electronic speed control

Comes standard with 1/4" and 1/2"
collets

Rise and fall via conveniently placed
hand wheel

100mm dust port

Clear dust hood with
100mm dust port

Conveniently placed
rise and fall handle

Comes standard
with electronic
variable speed

Available accessories: page 24

Standard equipment:

Dust Port, mitre guage, rip fence,
vertical and horizontal pressure plates,
1/2" & 1/4" collets,

x TECHNICAL FEATURES
D Motor input: 1500W
I.I. Motor output: 1100W
Diameter of spindle: 30mm
X Spindle travel: 80mm
2 Speed: 4500, 6500rpm
The F60-105 brings an industrial  Length of spindle: 80mm
“FoXx spindle moulder within the reach = yax. diameter of spindle: 144mm
of the serious craftsman/ Dimensions: L800XD885xH1102mm
tradesman. EXtr.emer Wel.l Dimensions of carriage: L650xD225xH45mm
manufactured with a cast iron :
sliding carriage, this has been ~ Veldnt 82kg
Barcode: 3700209502189

well thought out, the machine
being very compact to fit in the
smallest of workshops and also
helping to bring an industrial tool
within our targeted budget.

Cast Iron sliding carriage

including mitre fence and
work clamp

Cast iron work table, dust hood and
sliding carriage

large 1500W motor

Sliding carriage with bearing runners for
smooth operation

2 speeds 4500 and 6500rpm

Hinged workpiece guard

Available accessories: page 24 . .
Conveniently placed rise

and fall handle and
spindle lock

Standard equipment:
Dust collector hood and hinge guard,
wooden adjustable rip fence, sliding carriag
mitre bar and workpiece clamp, spindle
spacers, shims and bolt




*“FoXxX

This mixer has a 1300W motor
which drives a heavy duty
M14/140mm paddle. Its two
stage gearbox with electronic
variable speed offers a range of
no-load speeds from 180 up to
700 rpm providing excellent
control when mixing paints,
plaster and cementitious
products.

Comfort grip handles for comfort
during use

External brush caps for quick change
of carbon brushes

2 gears and electronic variable speed
control

Available accessories: page 24

Standard equipment:
140mm paddle

“FoX

This unique, log splitter is ideal
for splitting large logs up to 47cm
long. With a patented foot pump
action, this is a quick easy way to
split logs without the need of a
motor.

Ideal for inside or outside use
No maintainence and quiet operation
- Accommodates all types of wood
- Very light, compact and uses very
little space

Standard equipment:
n/a

TECHNICAL FEATURES

Motor: 1300W - 230V/110
Speeds: 180-460.
300-700rpm
Gears: 2
Paddle diameter: max. 140m
Weight: 6kg
Barcode 110v: 50552971057
Barcode 240v: 50552971057

2 gear and electronic variable speed

TECHNICAL FEATURES

X

X

Dimensions: 830x270x230mm
Max. cutting capacity: L470mm, W200mm
Weight: 9.5kg
Barcode: 3700209502288

The log is blocked
between the triangular
wedge and the upper
vice.

Thanks to the foot
pressure the triangular
wedge cuts the log

The log is gradually cut
in two parts




TECHNICAL FEATURES

Dimensions: 370mm length
x378mm height
x112mm width
Loading Capacity: 50 nails (1 strip)
Cycle Rate: Intermittent - 2-3 nails per second
Continuous: 1000 nails per hour
Battery: 6v 1.8Ah Ni-MH
Aware of the strenuous demands of the professidraalesman, we have put Weight: 3.7kg (Including gas & battery)
the new nailer through extensive & exhaustive tegttaking the nailer to it©s Barcode: 5055297105780

limits until we were satisfied with the build qué}i & durability of the tool.
Firing 34 degree nails from 50mm up to 90mm witlsezathis tool takes
compatible nails & gas of other well known brands.

The nailer comes as standard
with 2 batteries,
charger & carry case.

- Accepts 50-90mm 34 degree nails
Fires up to 2-3 nails per second

- Comes with 2x Ni-MH batteries
Handy fold away joist hook
Heavy duty carry case included

“<FoXxX

FoX

Quick release gas
chamber hood

Foldaway joist hook

Plastic carry case

Available accessories: page 24

Standard equipment:
2 x batteries, 1 x charger, 1 x safety
glasses, 1 x seal repair kit

See the full range on our Accessory List




Vibration Reduction
order codes;

FG VRD-M

FG VRD-L

FG VRD-XL

General Utility
order codes;
FG GNU-M

FG GNU-L

FG GNU-XL

“FoXxX

“FoX

TECHNICAL FEATURES

Breathable Synthetic Leather Palm
Reinforced Nylon Fourchettes

Tacky Gripfléx Palm
Reinforcement For Secure Grip

3.0mm foam on palm to dampen shock and vibrat
Supportive Flex Me$hWrist Wrap
Ergonomic One-Piece Saddle
Terry Cloth Thumb

Hook and Loop Closure

Double Knuckle Protection

CE Approved

Barcodé-G VRD-M 5055297105797
Barcode-G VRD-L 5055297105803
BarcodeFG VRD-XL 5055297105810

TECHNICAL FEATURES

Breathable Synthetic Leather Palm
Full Finger Reinforcement
Reinforced Fingertips

Extensive Reinforcement on Palm,
Fingers and Thumb

Supportive Flex MeStCuff

4-Way Stretch Nylon on back of hand
Hook and Loop Closure

Padded Knuckle

Terry Cloth Thumb

X
0
L
X

CE Approved

Barcode=G GNU-M 5055297105827
Barcode-G GNU:L 5055297105834
BarcodeFG GNU-XL 5055297105841




TECHNICAL FEATURES

Breathable Synthetic Leather Palm
Cut Finger Design

Extensive Reinforcement on Palm,
Fingers and Thumb

Supportive Flex Me$tCuff
Hook and Loop Closure
Padded Knuckle
S« FoX Terry Cloth Thumb
4-Way Stretch Nylon on back of hand
Reinforced Fingertips

CE Approved

Barcode-G CPT-M 5055297105858
Carpenter Barcode=G CPT:L 5055297105865
order codes: Barcode~G CPT-XL 5055297105872
FG CPT-M
FG CPT-L
FG CPT-XL

x _ TECHNICAL FEATURES

Waterproof G Ioves Bu | |t for Breathable Synthetic Leather Palm

Durable Reinforced Stretch Nylon In Between Finger

LXI- COld & Wet COﬂdItIOﬂS Extended Flex MesICuff

Extensive Reinforcement on Palm,
Fingers and Thumb

Terry Cloth Thumb
“FoX Hook and Loop Closure

4-Way Water Resistant Stretch Nylon

CE Approved
Barcodeg-G WPW-M 5055297105889
Barcoddé-G WPW-L 5055297105896
Waterproof Winter Barcode=G WPW-XL 5055297105902
order codes;
FG WPW-M
FG WPW-L

FG WPW-XL




DRILL PRESS VICE

F12900  80mmVICE

F12901  100mm VICE

F12-902  135mmVICE

MORTISER

F17-924  6mm PROFESSIONAL QUALITY 3/4" SHANKACBITBEL
F17-925  8mm PROFESSIONAL QUALITY 3/4" SHANKACBIBEL
F17-926  10mm PROFESSIONAL QUALITY 3/4" SHANKACBITSEL
F17-927  12mm PROFESSIONAL QUALITY 3/4" SHANKACBISEL
F17-928  16mm PROFESSIONAL QUALITY 3/4" SHANKACBITSEL
F17-929  20mm PROFESSIONAL QUALITY 3/4" SHANKAOBITSEL
PLANER/THICKNESSER

F22-573  250mm BLADES TO SUIT F22-561

F22-575  152mm BLADES TO SUIT F22-564-150

F22-578  250mm BLADES TO SUIT F22-564-250

BENCH GRINDER

F23-683  150X20mm GREY ALUMINIUM OXIDE 36 GRIT
F23-883  200X25mm GREY ALUMINIUM OXIDE 36 GRIT
F23-684  150X20mm WHITE ALUMINIUM OXIDE 60 GRIT
F23-884  200X25mm WHITE ALUMINIUM OXIDE 60 GRIT
BANDSAW

REPLACEMENT BLADES TO SUIT F28-182 BANDSAW

F28-183  3mm x btpi BANDSAW BLADE

F28-184  6mm x 6tpi BANDSAW BLADE

F28-185  8mm x 6tpi BANDSAW BLADE

REPLACEMENT BLADES TO SUIT F28-186 BANDSAW

FB1820-146
FB1820-386
FB1820-126
FB1820-124

1/4" x 6tpi BANDSAW BLADE
3/8" x 6tpi BANDSAW BLADE
1/2" x 6tpi BANDSAW BLADE
1/2" x 4tpi BANDSAW BLADE

SANDERS

F31-070
F31-071
F31-072
F31-081
F31-082
F31-083
F31-465
F31-466
F31-464
F31-467
F31-468
F31-469
F31-421
F31-422
F31-423

60G 25X762mm(1"X30") SANDING BELT (PK 3)
100G 25X762mm(1"X30") SANDING BELT (PK 3)
150G 25X762mm(1"X30") SANDING BELT (PK 3)
50G 125mm (5") SANDING DISK (PK 2)

80G 125mm (5) SANDING DISK (PK 2)

120G 125mm (5") SANDING DISK (PK 2)

60G 100X914mm (4"X36") SANDING BELT

100G 100X914mm (4"X36") SANDING BELT
150G 100X914mm (4"X36") SANDING BELT

60G 150mm (6") SANDING DISK (PK 2)

80G 150mm (6") SANDING DISK (PK 2)

150G 150mm (6") SANDING DISK (PK 2)

60 305mm (12") SANDING DISK (PK2)

80G 305mm (12") SANDING DISK (PK2)

1206 305mm (12") SANDING DISK (PK2)

DRYWALL SANDER

260.232
280.739
260.233
260.234
260.235
260.238
260.236

VELCRO BACKING PAD
40 GRIT VELCRO SANDPAPER (pack 25)
60 GRIT VELCRO SANDPAPER (pack 25)
80 GRIT VELCRO SANDPAPER (pack 25)
100 GRIT VELCRO SANDPAPER (pack 25)
120 GRIT VELCRO SANDPAPER (pack 25)
220 GRIT VELCRO SANDPAPER (pack 25)

SCROLL SAW

Model

F40-058
F40-159
F40-193
F40-195
F40-196
F40-198
F40-605
F40-607
F40-608
F40-609
F40-610

F40-611
F40-616
F40-617
F40-620
F40-625
F40-641
FA40-642
F40-643
F40-645

TPI
26
20
10
30
20
12
27
12.5
115
12

Width  Thickness ~ Material Pack Size
0.07"  0.018"  Metal< 1/16" 6
0.075"  0.018"  Metal 1/16"- 1/8"

0.187"  0.025"  Wood 1/8"- 1 3/4"

0.041"  0.019"  Hard Material 1/64" - 1/16"
0.065" 0.023"  Hard Material 1/64" - 1/16"
0.085" 0.022"  Hard Material 1/16" - 1/4"
0.01" 0.022"  Wood/Plastic 1/16" - 3/32" 12
0.037"  0.015"  Wood 1/8"+ 12
0.043"  0.016"  Wood 3/16"- 2" 12
0.053" 0.018"  Wood/Plastic 3/16" - 2" 12

o o

o o o

95 (6
reverse) 0.062"  0.024"  Wood 1/4"+ 12

18.5
9.5
48

0.07" 0.01" Wood/Plastic 3/32" - 1/2" 12
0.062" 0.024"  Wood 3/16" - 2" 12
0.023"  0.012"  Non Ferrous Metal 6

(12 each of F40-605, F40-608 &F40-616) 3x12

36
16
13
10
10

(Kef 0.047") All Types 12

003" 0016  Wood/Plastic 1/8"+ 12
004"  0018"  Wood/Plastic 1/8"+ 12
0061" 0022  Wood 1/8"+ 12
0.061" 002"  Wood 3/16"+ 12

WORKSTAND

F50-177-P MACHINE CLAMPS (PAIR)

FoX




FoX

SAW BLADES
FXN2503040  250mm DIAMETER x 30mm

BORE x 40 TEETH ATB 5% NEGATIVE
FXN2503060 ~ 250mm DIAMETER x 30mm

BORE x 60 TEETH ATB 5% NEGATIVE
FXN2503080  250mm DIAMETER x 30mm

BORE x 80 TEETH ATB 5% NEGATIVE
FXN3053040  305mm DIAMETER x 30mm

BORE x 40 TEETH ATB 5% NEGATIVE
FXN3053060  305mm DIAMETER x 30mm

BORE x 60 TEETH ATB 5% NEGATIVE
FXN3053080  305mm DIAMETER x 30mm

BORE x 80 TEETH ATB 5% NEGATIVE
FXN30530100 305mm DIAMETER x 30mm

BORE x 100 TEETH ATB 5% NEGATIVE
FXP2503040  250mm DIAMETER x 30mm

BORE x 40 TEETH ATB POSITIVE
FXP2503060  250mm DIAMETER x 30mm

BORE x 60 TEETH ATB POSITIVE
FXP2503080  250mm DIAMETER x 30mm

BORE x 80 TEETH ATB POSITIVE

STEEL RING SHANK
NAIL & GAS BUCKETS

DUST EXTRACTOR
F50-800-42  DUST BAGS TO SUIT F50-800 (pk 5)

F50-800-43  CARTRIDGE FILTER TO SUIT F50-800
F50-821-24  REPLACEMENT BAGS FOR F50-821

F50-841-8 REPLACEMENT BAG FOR F50-841

F50-841-13 ~ REPLACEMENT FILTER BAG FOR F50-841
F50-842-36  REPLACEMENT BAG FOR F50-842

F50-842-35 ~ REPLACEMENT FILTER BAG FOR F50-842
F50-843-22  REPLACEMENT BAG FOR F50-843

F50-843-27  REPLACEMENT FILTER BAG FOR F50-843
F50-849 4"HOSE PER MTR

F50-841-7 LOWER CLEAR DISPOSABLE BAG FOR F50-841
F50-842-BG  LOWER CLEAR DISPOSABLE BAG FOR F50-82/F50-84

ROUTER TABLE & SPINDLE SHAPER

F62-180 90mm NAILS AND GAS BUCKET (2200 + 2 Gas)
F62-140 75mm NAILS AND GAS BUCKET (2200 + 2 Gas)
F62-080 64mm NAILS AND GAS BUCKET (3300 + 3 Gas)
F62-030 50mm NAILS AND GAS BUCKET (3300 + 3 Gas)
STEEL RING SHANK NAIL BOXES
F62180 90mm NAILS (BOX 3000)
F62140 75mm NAILS (BOX 3000)
F62080 64mm NAILS (BOX 3000)
F62030 50mm NAILS (BOX 5000)
RED1 Gas Refill

FX2000 FX3500 FX4000 F46-960 F46-962 F46-963
LATHE

FX2000 MICRO CHUCK

FX3500 4"LEVER SCROLL CHUCK

FX4000 PROFESSIONAL 4 JAW SELF CENTERING CHUCK

FA46-960 DOVETAIL JAWS (to suit FX4000)

F46-962 PIN JAWS (to suit FX4000) FOR SMALL RECESSES

F46-963 PIN JAWS (to suit FX4000) FOR LONG NARROW RECESSES

F60-205 1/2" COLLET EXTENSION
601051 1/2" ROUTER BIT ADAPTOR
601052 CUTTER BLOCK SET
MIXER

F7860-41 140x600mm MIXER PADDLE
FH22 160x600mm MIXER PADDLE
FH31 120x600mm MIXER PADDLE

JOINTING BISCUIT

5553 SIZE 20 JOINTING BISCUITS (box 1000)
5552 SIZE 10 JOINTING BISCUITS (box 1000)
5551 SIZE 0 JOINTING BISCUITS (box 1000)
DRIVER BITS

FPZ 1 POZIDRIVE PZ-1 TIN

FPZ2 POZIDRIVE PZ-2 TIN

FPZ3 POZIDRIVE PZ-3 TIN

FPH 2 PHILLIPS PH-2 TIN

FMBH STAINLESS MAGNETIC BIT HOLDER
FMQC STAINLESS MAGNETIC QUICK CHUCK
FW180

Roller Support Stand

24



Product Guarantee

11

1.2

1.3

1.4

15

2.2

INTRODUCTION

2.4

This guarantee applies only to tools.

Serracon supply machinery through a
network of authorised dealers. It
should be noted that your contract of
sale is with the retailer from whom you
purchased this product.

If you are not satisfied with this
product you should in the first instance
approach the retailer from whom you
purchased it. Any damage must be
reported within 14 days of receipt of
goods.

Returning your product with a proof of
purchase will assist in any claims
procedure. We recommend that this is
returned as close to your original
purchase date as possible.

Problems arising from incorrect set-
up, adjustment or maintenance are the
responsibility of the end-user and not
covered by the terms of this guarantee.
However support is available in the first
instance from the retailer who supplied
you and free technical support is
available from Serracon on

01592 652946. We also recommend
users should seek such training locally

before using or attempting to setup  2.4.6 This Guarantee extends to the cost ofy.

and adjust any machinery (please
contact your retailer for
recommendations in your local area).

GUARANTEE

In addition to the above Serracon
guarantees that for a period of 3 years
from the date of purchase the 3

components of this product will be frees:l

from defects caused by faulty
construction or manufacture.
1st year Parts & Labour,

2nd & 3rd years - Parts only.

It is essential that you complete and
return a completed Guarantee
certificate within 30 days of purchase
to validate your guarantee.

2.3 For minor faults, a parts list should be
requested. The faulty part should be 3.2
identified and advised to Serracon.

During this period Serracon will repair
or replace free of charge at their
discression any parts which are proved
to be faulty in accordance with
paragraph 2.1 above provided that:

2.4.1 You follow the claims procedure

2.4.2 We are given a reasonable opportunity

after receiving notice of the claim of
examining the product.

2.4.3 If asked to do so by us you return the 3 3

product to Serracon's premises or
other approved premises such as those
of the retailer, for examination.

2.4.4 The fault in question is not caused by3 4

continuous industrial use, accidental
damage, fair wear and tear, willful
damage, negligence on your part,
incorrect electrical connection,
unapproved modification, abnormal
working conditions, failure to follow
our instructions, misuse, or alteration
or repair of the product without our
approval.

2.4.5 This product has been purchased for

your own use, and not used for hire
purposes;

carriage incurred by you returning the
product to Serracon as long as it is
demonstrated that the defect falls
within the terms of this Guarantee and
you follow the claims procedure as
outlined below;

CLAIMS PROCEDURE

In the first instance please contact the
retailer who supplied the product to
you. Many initial problems with
machines originally thought to be due
to faulty parts are solved by correct
setting up or adjustment of the
machines. Your dealer should be able
to resolve the majority of these issues
much more quickly than processing a
claim under the guarantee.

If the dealer who supplied the product
to you has been unable to satisfy your
query, any claim made under this
Guarantee should be made directly to
Serracon. The claim itself should be
made in writing, and include the date
and place of purchase, and give an
explanation of the problem leading to
the claim. This letter should then be
sent with a receipt or proof of the
purchase date to Serracon. If you
include your phone number or email
address this will help to speed up your
claim.

It is essential that the letter of claim
reaches us by the last day of this
Guarantee at the latest. No late claims
will be considered.

We will contact you once we have
received your initial written claim.

If it is necessary to return the item, in
most cases but subject always to
clause 2.2.5, we will arrange for
collection or will provide freepost
information to enable return depending
on the product's weight and size. If
the product is to be returned to us, we
will agree with you in advance a
Returns Number, to speed tracking of
the claim and ensure the product is
returned via the most appropriate
method.

NOTICE

purchased from an authorised retailer
of Serracon within the United Kingdom
of Great Britain and Ireland. This
Guarantee does not confer any rights
other than those expressly set out
above and does not cover any claims
for consequential loss or damage. This
Guarantee is offered as an extra benefit
and does not affect your statutory
rights as a consumer. Additional
written copies of this Guarantee are
available. Please send a stamped and
self addressed envelope for each copy
of the Guarantee requested.

X
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Nexus House
Wheatfield Road
Dunniker Business Park
Kirkcaldy KY1 3PD

T: 01592 652946

F: 01592 654854
E: info@fox-tools.co.uk

www.fox-tools.co.uk
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